
CMC SF 300 MD
Compost turner
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The basis for this turning technology is the fact, that 
windrows with more than 3 m width and a maximum 
height of 1.5 m can only remain aerobic using either  
active aeration or very high proportion of bulking  
material which has become a scarce in recent years 
due to the biomass boom. 
The rotor drive in the new model is directly driven by a 
cardan (gearbox and cardan shaft), that means that the 
rotor speed is controlled by the engine RPM. 
The facelift is also wholly new. Although the basic  
principle remains the same, the new series has some 
added technical details. 
The machine also has the new model of the turning rotor 
with that the new CMC ST 300 achieved new levels of 

performance. The rotor tunnel also has more clearance 
at the top and was increased in size by around 20 cm. 
The drive shaft was expanded with an electro-hydraulic 
controlled clutch governor, which provides a lot of ope-
rational safety and most of all ease of operation. 
With a turning output above 1000 m³/h and a windrow 
cross-section of up to 3.5 m² the turning machine really 
lets performance junkies get their money’s worth. 
We should emphasise that the most important thing is still 
looking after the compost windrow (oxygen supply, perfect 
mixture) in order to achieve the best composting results 
and here the CMC SF 300 MD is definitely in its element.  
The CMC SF 300 MD corresponds to the strict  
criteria of Controlled Microbial Composting.
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Technical Data
Maximum width:  3.40 m
Maximum height:  1.60 m

Rotor length:  3.00 m

Machine dimensions: 3.13 m x 4.60 m x 3.40 m

Engine:   Type: Perkins diesel engine with turbocharger
   Capacity: 96.5 KW/131 HP
   Engine capacity: 4,400 ccm
   Cylinder: 4

Hydraulic chassis-
height adjustment: 40 cm    
  

Weight:   5.10 t (basic version) 

Windrow cross section: approx. 3.5 m2

Roller drive:  Mechanical

Clutch:                             Electro - hydraulic

Rotor drive:  Rubber chain
   infinitely hydraulic driven
   driving speed (ca. 0-4 kmh)

Turning quantity: +/- 1,000 m3/h

Options:
Fleece roller

Air conditioning

Inoculation system

Special colour

Further equipment on request!
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All information is subject to change. Printing errors reserved.
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